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Dynamic Modeling of an Evapotranspiration 
Cover. — Jacob J. Jacobson, Harold Heydt, 
Steven Piet, Gerald Sehlke, Rafael Soto, and 
John Visser; 9(4), 223-36 (2005). 

Design and Performance of Four Evapotranspira- 
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Drainage Layer Fouling as a Consideration in Cap- 
illary Barrier Design. — Vincent O. Ogunro, 
Robert Podgorney, Hilary I. Inyang, Steven Piet, 
and Mutiu G. Ayoola; 9(4), 273-80 (2005). 
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tion Caps. —Amy D. Forman and Jay E. 
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Design Method for Municipal Solid Waste Landfill 
Liner System Subjected to Sinkhole Cavity 
under Landfill Site. — Shiou-San Kuo, Kar- 
ishma Desai, and Lymari Rivera; 9(4), 281-91 
(2005). 
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Treatment of PCBs, PCDDs/Fs, and Metals in 
River Sediment. — Marta K. Richards, Kenneth 
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United Kingdom—Nirex Perspective. —John 
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Waste Isolation Pilot Plant as a Case Study for the 
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—Jennifer Biedscheid and Murthy 
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Geological Disposal: Global Status and Key Issues. 
—Charles McCombie; 9(1), 71-80 (2005). 
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Removal of Oil from Water by Bentonite 
Organoclay. — H. Moazed and T. Viraraghavan; 
9(2), 130-4 (2005). 
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Evaluation of Source Water Quality Standards for 
Total Coliforms, TOC, and COD in Taiwan. 
—E.-E. Chang, Pen-Chi Chiang, Yi-Li Lin, and 
Hsiang-Ping Tsai; 9(3), 193-203 (2005). 
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Waste Isolation Pilot Plant as a Case Study for the 
Deployment of a National Repository Program. 
—Jennifer Biedscheid and Murthy 
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Evaluation of Treatment Systems for the Removal 
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Larry Braul; 9(3), 152-7 (2005). 
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SITE Demonstration of Minergy Glass Furnace 
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G. Partymiller, Joseph W. Dauchy, and Kenneth 
W. Brown; 9(3), 158-66 (2005). 
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Activities of the Advisory Committee on Nuclear 
Waste and Perspectives on Selected Technical 
Issues. — B. John Garrick; 9(1), 33-44 (2005). 
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a Multilayer Closure Cap. — Jon R. Luellen and 
Jason M. Brydges; 9(4), 237-44 (2005). 

Design and Performance of Four Evapotranspira- 
tion Caps. — Amy D. Forman and Jay E. 
Anderson; 9(4), 263-72 (2005). 
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Removal of Phenol by Industrial Solid Waste. — C. 
P. Das and L. N. Patnaik; 9(2), 135-40 (2005). 

Phosphorus 

Phosphorus Co-Precipitation in the Biological 
Treatment of Slaughterhouse Wastewater in a 
Sequencing Batch Reactor. — Y. Filali- 
Meknassi, M. Auriol, R. D. Tyagi, Y. Comeau, 
and R. Y. Suramnalli; 9(3), 179-92 (2005). 

Pollution 

Errors Involved in the Estimation of Leachate Pol- 
lution Index. — Dinesh Kumar and Babu J. 
Alappat; 9(2), 103-11 (2005). 

Polymers 

Influence of Biofilm on Barrier Material 
Performance. — John L. Daniels and Raghuram 
Cherukuri; 9(4), 245-52 (2005). 

Precipitation 

Phosphorus Co-Precipitation in the Biological 
Treatment of Slaughterhouse Wastewater in a 
Sequencing Batch Reactor. —yY.  Filali- 
Meknassi, M. Auriol, R. D. Tyagi, Y. Comeau, 
and R. Y. Surampalli; 9(3), 179-92 (2005). 
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The Management of Radioactive Waste in the Euro- 
pean Union—Opinions, Situation and Proposal 
for Changes. —Derek M. Taylor; 9(1), 13-9 
(2005). 

Public participation 

Consensus Seeking Versus Truth Seeking. —W. F. 
Lawless, M. Bergman, and N. Feltovich; 9(1), 
59-70 (2005). 

Quantitative risk assessment 

Activities of the Advisory Committee on Nuclear 
Waste and Perspectives on Selected Technical 
Issues. — B. John Garrick; 9(1), 33-44 (2005). 

Radioactive materials 

Long-Term Radioactive Waste Management in the 
United Kingdom—Nirex Perspective. —John 
Mathieson, John Dalton, and Ben Russell; 9(1), 
20-32 (2005). 

Geological Disposal: Global Status and Key Issues. 
—Charles McCombie; 9(1), 71-80 (2005). 

Long-Term Hydraulic Performance Evaluation for 
a Multilayer Closure Cap. —Jon R. Luellen and 
Jason M. Brydges; 9(4), 237-44 (2005). 

Radioactive waste disposal 

Hazards of Buried Radioactive Wastes from Elec- 
tricity Generation. —Bernard L. Cohen; 9(1), 
4-12 (2005). 

The Management of Radioactive Waste in the Euro- 
pean Union—Opinions, Situation and Proposal 
for Changes. —Derek M. Taylor; 9(1), 13-9 
(2005). 

Long-Term Radioactive Waste Management in the 
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Waste Isolation Pilot Plant as a Case Study for the 
Deployment of a National Repository Program. 
—Jennifer Biedscheid and Murthy 
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— Charles McCombie; 9(1), 71-80 (2005). 
Ensuring Future Skills: Education and Training in 
Underground Waste Disposal. — Neil A Chap- 

man and Hideki Sakuma; 9(1), 81-3 (2005). 

Radioactive wastes 

Dynamic Model for Calculating Infiltration of Rain 
Water through an Unsaturated Zone, and Its Ap- 
plication to Environmental Protection Agency’s 
PRESTO Model. — Cheng Yeng Hung: 9(2), 
86-96 (2005). 

Simplified Design of Georadiological Barriers for 
Contaminated Sites. — Hilary I. Inyang, Paul 
Wachsmuth, Gustavo B. Menezes, and Steve J. 
Piet; 9(4), 253-62 (2005). 

Rain water 

Dynamic Model for Calculating Infiltration of Rain 
Water through an Unsaturated Zone, and Its Ap- 
plication to Environmental Protection Agency's 
PRESTO Model. — Cheng Yeng Hung; 9(2), 
86-96 (2005). 

Risk 

Activities of the Advisory Committee on Nuclear 
Waste and Perspectives on Selected Technical 
Issues. — B. John Garrick; 9(1), 33-44 (2005). 

Risk analysis 

Hazards of Buried Radioactive Wastes from Elec- 
tricity Generation. —Bernard L. Cohen; 9(1), 
4-12 (2005). 

Risk management 

Long-Term Radioactive Waste Management in the 
United Kingdom—Nirex Perspective. —John 
Mathieson, John Dalton, and Ben Russell; 9(1), 
20-32 (2005). 

Geological Disposal: Global Status and Key Issues. 
—Charles McCombie; 9(1), 71-80 (2005). 

Health Risk Assessment of A Heavy Metal Con- 
taminated Site in Taiwan. —Keh-Ping Chao, 
Ching-Tsan Tsai, John H. C. Wang, Shaw-Tao 
Lin, and Chow-Feng Chiang: 9(3), 167-72 
(2005). 

Risk-informed 

Activities of the Advisory Committee on Nuclear 
Waste and Perspectives on Selected Technical 
Issues. — B. John Garrick; 9(1), 33-44 (2005). 

Risk-insights 

Activities of the Advisory Committee on Nuclear 
Waste and Perspectives on Selected Technical 
Issues. — B. John Garrick; 9(1), 33-44 (2005). 

Rivers 

SITE Demonstration of Minergy Glass Furnace 
Treatment of PCBs, PCDDs/Fs, and Metals in 
River Sediment. —Marta K. Richards, Kenneth 
G. Partymiller, Joseph W. Dauchy, and Kenneth 
W. Brown; 9(3), 158-66 (2005). 

Sanitary landfills 

Errors Involved in the Estimation of Leachate Pol- 
lution Index. —Dinesh Kumar and Babu J. 
Alappat; 9(2), 103-11 (2005). 
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SITE Demonstration of Minergy Glass Furnace 
Treatment of PCBs, PCDDs/Fs, and Metals in 
River Sediment. —Marta K. Richards, Kenneth 
G. Partymiller, Joseph W. Dauchy, and Kenneth 
W. Brown; 9(3), 158-66 (2005). 

Seismic effects 

Analyses of Seismic Damage to Interfaces in Waste 
Containment Systems: A Review. —Mutiu G. 
Ayoola, Hilary I. Inyang, and Vincent O. 
Ogunro; 9(4), 292-304 (2005). 
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